BBOZ-HT

CUSTOMER PRODUCT SPECIFICATION SHEET

RoHS

BBOZ-HT - 254MM SURFACE MOUNT PIN HEADER, 4-80 CONTACTS

Compliant

SPECIFICATIONS
CURRENT RATING

INSULATOR RESISTANCE
CONTACT RESISTANCE
DIELECTRIC WITHSTANDING
OPERATING TEMPERATURE

CONTACT MATERIAL

INSULATOR MATERIAL

PLATING
SOLDERABILITY

3AMP

AC 500V

BRASS

5000 MEGOHMS MIN.
20 MILLIOGHMS MAX

407X TO +1057XC

POLYESTER UL 94V-0

STANDARD NYLON-6T

GOLD, TIN OR SELECTIVE OVER 50U" NICKEL

IR REFLOW: 260°C FOR 10 SEC
WAVE: 230°C FOR 5-10 SEC
MANNUAL SOLDER: 350°C FOR 3-5 SEC

MATES WITH - BB02-JM BB02-KK
BBOZ2-KA  BB02-KM
BB02-KD BB02-KQ
BB02-KE BB0Z-KS
BB02-KF BBOZ-KT
BB02-KG BB0Z-KU
BB02-KH BBOZ-KW
BB02-KL

2.54 1.27
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] DIMENSION W A
NO. OF CONTACTS DIMENSION B A\ g 3%
CONTACT PLATING OPTIONS 0 =127 =1
05 1080 K = GOLD FLASH (STANDARD A =095 LeeAA

— ‘ ‘ e A= 1007 GOLD DN CONTACT/GOLD FLASH ON TAIL PACKAGING OPTIONSA PIN LENGTH A (1/10mm)
D [ D o B = 15U" GOLD ON CONTACT/GOLD FLASH ON TAIL L O0SE N BAG/TRAY  PLEASE SPECIEY PIN
e C = 30U" GOLD ON CONTACT/GOLD FLASH ON TAIL
3_ TUBE LENGTH REQUIRED
- T - BRIGHT TIN
Y MATT T 5 _ TUBE & (AP . 2.5mm = 25
D [ D ] D = GOLD FLASH ON CONTACT/TIN ON TAIL B TRRECAP ?ngPoAszDm: >0
L — F = 10U" GOLD ON CONTACT/TIN ON TAIL .
F = 150" GOLD ON CONTACT/TIN ON TAIL
RECOMMENDED PCBOARD HOLE LAYOUT G = 30U" GOLD ON CONTACT/TIN ON TAIL
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