CHO03-DC

CUSTOMER PRODUCT SPECIFICATION SHEET

CHO03-DC060-A - SIM CARD HOLDER WITH SWITCH 6 PINS PUSH PUSH TYPE

RoHS
Compliant

SPECIFICATIONS:

MATERIAL:
PLASTIC HOUSING: HI-TEMP THERMOPLASTIC
UL94V-0, BLACK
CONTACT TERMINAL: COPPER ALLOY
METALLIC SHELL: STAINLESS STEEL /A

PLATING:

CONTACT TERMINAL PLATING:
UNDER-PLATING: 50U" MIN. NICKEL ALL OVER
CONTACT AREA: 15U" GOLD
SOLDERING AREA: GOLD FLASH /AN
SWITCH TERMINAL PLATING:
UNDER-PLATING: 50U MIN. NICKEL ALL OVER
CONTACT AREA: 15U" GOLD
SOLDERING AREA: GOLD FLASH A\

METALLIC SHELL PLATING:

UNDER-PLATING: 50U MIN. NICKEL ALL OVER
SOLDERING AREA: 2U" SELECTIVE GOLD ON ONE SIDE

ELECTRICAL:
VOLTAGE RATING: 5V AC (RM.S.) MAX.
CURRENT RATING: 0.5A DC
OPERATING TEMPERATURE: -55°C to +105°C
CONTACT RESISTANCE: 80MW MAX.
INSULATING RESISTANCE: 500MW MIN. (APPLY 500VDC)
DIELECTRIC WITHSTAND VOLTAGE: NO DISCHARGE OR
FLASH OVER (APPLY 250VAC FOR 1MINUTE)

MECHANICAL:
DURABILLITY: 5,000 CYCLES
INSERTION WITHDRAWAL FORCE: 13.8 N MAX.
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RECOMMENDED PCB LAYOUT
GENERAL TOLERANCE +0.05

AS VIEWED FROM COMPONENT SIDE

Prohibited Area
[ Solder Area
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