Cable 363

CUSTOMER PRODUCT SPECIFICATION SHEET

CABLE 363 RF: RF CABLE ASSEMBLY, MURATA JSC PLUG + SMA STRAIGHT PLUG + 0.8TMM CABLE - 3GHz

RoHS
Compliant

SPECIFICATIONS
1. MURATA JSC PLUG, P/N: MXJAO1

2. 0.8IMM COAXIAL CABLE, COLOR: WHITE
3. SMA STRAIGHT PLUG, P/N: RFCT-SMA023-M08

NOTES

1. WORKING FREQUENCY RANGE: DC-3GHz
2. OPERATING TEMPERATURE: -£0°C TO +85°C

3. IMPEDANCE: 50 OHM
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USAGE PRECAUTIONS: CABLES USING 'MICRO' COAX ARE DELICATE:

(il HANDLE WITH CARE.

(i) DONOT TWIST, APPLY EXCESSIVE FORCES OR SHARP BENDS TO THE CABLE. DO
NOT FORCEFULLY DEFORM WIRES.

(iii) CONSULT CONNECTOR MANUFACTURER'S DATASHEETS FOR DETAILED NOTES
ON HANDLING INSTRUCTIONS
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Tolerance: <50mm : £2mm.
51-200mm: £5mm.
201-400mm: £7mm.
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